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LITHRONE 20

20" OFFSET PRINTING PRESS
Advanced Lithrone Highlights Operator-Friendly Design

Long renowned for versatility, the Lithrone 20 has been upgraded significantly with a focus on
print quality and reliability. Komori has transferred technologies developed for the large
Lithrones to the flexible, high cost-performance 20-inch (A3) format. Precision bearings are
adopted for high front/back registration accuracy. For consistent quality at maximum speed,
the double-gripper design features a gripper shaft torsion bar and cam-closed grippers with
gripper pads toughened by industrial diamonds. The classic Lithrone double-size impression
and transfer cylinders provide a smooth sheet path with minimal gripper changes. Printing
speed has been increased to make the Lithrone 20 a productivity powerhouse. Full automation

and a range of labor-saving features ensure the fast makereadies demanded by today’s market.
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Outstanding durability with eco-friendly performance.
Superb printing quality plus simple operation.

Continuous Dampening System

- Equipped with the Komorimatic continuous dampening system,
perfect for environmentally responsive alcohol-free printing.

- Excellent printing quality is assured by applying the minimum
necessary quantity of water consistently over the entire surface of
the plates. Dampening vibrating rider rollers are also standard.

Inking and Dampening Roller Arrangement

- This arrangement results in an optimum ink film with the ideal
water/ink balance for high quality printing.

- Designed via computer analysis, the inker employs four ink form
rollers of different diameters and four vibrator rollers. This configuration
produces an even ink film over the plates and ensures excellent
printing quality, even with special colors and nonprocess work.

Full Lithrone Specifications

The printing units feature an ergonomic angled design that gives the
operator additional working room when operating and performing
maintenance tasks. A redesigned press stand is the highlight of a
simplified flow of operating control that makes the Lithrone fully

capable of comfortable one-man operation.

High Long-Term Cost-Performance

Offering the full arsenal of Komori technology in the A3 format, the
Lithrone 20 is investment value beyond compare. Moreover, the press was
developed to stay ahead of long-term changes, such as the trend toward a fully
digital print workflow. This means that the Lithrone 20 will take advantage of

fully networked printing plants with the optional Press Console.

High Productivity and Easy Operation

The Lithrone 20 takes advantage of Komori‘s most advanced automation
systems. Developed for easy integration into a digital workflow, the press
is capable of using CIP4/JDF data to drive the makeready process through
Komori's DoNet workflow. The press also offers the Komori Pre-Inking
and De-Inking System to facilitate use of KHS-type technology for first-pull
register adjustment and color matching. The Komori Platechanger heads a
full complement of automated functions that assures unprecedented

operating convenience and smooth operation.

© Tool-Less Platechanging
- Precise platechanging without any tools.
- Fan-out adjustment for skewing and lateral/vertical register adjustment.
- Allows use of master plates, extending the printer’s capabilities.
- Quick clamp and torsion bar facilitate fast, even plate-mounting.

O Blanket Washing
- Automatic blanket washing is software-controlled for efficient
makeready.
- All washing tasks are set from the operator’s console touchscreen.

©® Ink Roller Cleaning
- Automatic ink cleaning for efficient ink changes and job changeovers.
- Push-button operation ensures operator safety.
- Automatic ink roller cleaning shortens makeready time.
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1,650mm

5,538mm

LITHRONE 20 - Specifications

Model L-220 L-420 L-520 L-620
Number of colors 2C 4C 5C 6C
Max. printing speed SPH 13,000 *1
Min. printing speed SPH 3,800
Max. sheet size mm (in.) 360 x 520 (14%/16 x 20'%/32) / 375 x 520 (14%/4 x 20"%/32)*2
Min. sheet size mm (in.) 100 x 148 (3'%/16 x 5'%/16)
Sheet thickness range mm (in.) 0.04 ~ 0.4 (0.002 ~ 0.016) [ 0.04 ~ 0.6 (0.002 ~ 0.024) *option ]
Max. printing area mm (in.) 340 x 510 (13%/8 x 20%/32) / 360 x 510 (14%/16 x 20%/32)*2
Plate size mm (in.) 400 x 530 (15%4 x 207/8) / 459 x 530 (18"/16 x 207/8)*2
Blanket size mm (in.) 530 x 540 (207/8 x 21/2)*3 [ 500 x 540 (19" /16 x 21/a)*4 ]
Feeder pile height mm (in.) 800 (31'/2)
Delivery pile height mm (in.) 500 (19'/16)
Photo: L-520+Coater+Extended Delivery - -
Press size: Total width (W) mm (ft.) 1,988 (6'5")
Height (H) mm (ft.) 1,650 (5'4") 1,904 (6'2") *with safety cover lifted
Total length (L) mm (ft.) 4,046 (13'3") 5,638 (18'2") 6,284 (20'6") 7,030 (23'1")
Press weight kg (Ib.) 5,000 (11,023) 8,000 (17,637) 10,000 (22,046) 12,000 (26,455)
Power requirement (50Hz) kW 14.9 15.7 23.6 24.0

*1 Maximum printing speed may vary according to printing conditions.

*2 Two sets of sizes are provided for maximum sheet size, maximum printing area, and plate size.
*3 With aluminium bar.

*4 With clamp without holes.

Configurations Cover Wide Range

The Lithrone 20 is available in two-, four-, five- and six-color configurations to
meet today’s growing demand for more colors and work requiring house
colors. Moreover, the Lithrone can be specified with the superb Komori in-line
coating system, allowing the use of virtually any kind of coating, including
aqueous. This system takes advantage of the signature Lithrone double-size
impression and transfer cylinder to apply coating reliably and consistently.

Designed from the ground up to minimize the load on the operator and reduce

the need for advanced skills, the Lithrone 20 will profitably tackle a large
spectrum of printing work. A high-end Lithrone in the richly appealing A3 format. lote

All specifications stated herein are current as of October, 2008. Maximum printing speed may differ from specifications herein. Komori reserves the right to change specifications on machines without notice and without obligation to modify
equipment previously manufactured.

Because of changes in design, specifications or optional attachments and accessories, the machine actually delivered may differ in appearance and performance from that shown in this brochure. Specifications are different in some regions. Power
requirements, where indicated, are subject to change with the addition of optional or auxiliary devices.



